
NON-CONDUCTIVE
MULTI-PURPOSE 300 PSI

This high quality multipurpose hose designed for use in industrial applications for the transfer of air, 
water, light oils and chemicals. The black nitrile tube is non-conductive, minimum electrical resistance 
greater than 1 megohm per inch of length of hose at 1000 volts DC.

BLACK NITRILE RMA CLASS A

SYNTHETIC TEXTILE 

RED NITRILE RMA CLASS A

-20°F to 210°F

NON-CONDUCTIVE MULTI-PURPOSE 300 PSI 

SEE TABLE FOR REEL SIZE

TUBE:
REINFORCEMENT:

COVER:
TEMPERATURE:

BRANDING:
PACKAGING SPECIFICATIONS:

SA # OD (IN)ID (IN) WP (PSI) BURST (PSI)
BEND 

RADIUS 
(IN)

VACUUM 
RATING 

(HG)
WEIGHT PACKAGING

www.rubberworxHOSE.COM sales@rubberworxHOSE.COM

M007101-038 0.69 300 1200 NA NA 0.19 750'

M007101-050 0.860.50 300 1200 NA NA 0.26 750'

M007101-062 1.020.62 300 1200 NA NA 0.33 750'

M007101-075 1.190.75 300 1200 NA NA 0.42 600'

NON-CONDUCTIVE MULTI-PURPOSE 

0.38

M007101-025 0.540.25 300 1200 NA NA 0.14 750'

TM

M007101-100 1.501.00 300 1200 NA NA 0.62 500'

M007101-125 1.771.25 300 1200 NA NA 0.84 400'

M007101-150 2.081.50 300 1200 NA NA 1.01 300'

M007101-200 2.502.00 300 1200 NA NA 1.02 200'

M007101-025 0.640.31 300 1200 NA NA 0.18 750'




